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The information published in this document is believed to be accurate at the time of publication. However, because we are constantly working to improve our products, specifications are 
subject to change without notice. Consult your local Pella representative for up-to-date product information.

Microsoft and Mircosoft Word are registered trademarks of Microsoft Corp.

Document Navigation Tips:
Items listed in the table of contents above are active links that will take you to the corresponding page.

The Pella logo on each page is a link back to this table of contents.

Bookmarks are also included in this PDF document and are available as an additional navigation option.

Supporting documents for this product:
Test Reports:

https://media.pella.com/professional/adm/CertificationReports/Test_Reports_IMP.pdf

CSI Specs (readable using Microsft Word or other text editing application):
https://media.pella.com/professional/adm/Fiberglass-CSI_Specs/08572_SS.rtf

AIA Masterspec (readable using Microsft Word or other text editing application):
https://media.pella.com/professional/adm/Fiberglass-CSI_Specs/085413_fl.rtf

Detailed Product Description (readable using Microsft Word or other text editing application):
https://media.pella.com/professional/adm/Fiberglass/F2-SS.rtf

CAD cross sections (requires appropriate CAD software to read and use):
https://media.pella.com/professional/adm/Fiberglass/IMP-RS-Detail_D.dwg

3D & BIM (requires appropriate software to read and use):
https://media.pella.com/professional/adm/RevitFiles/Imp-Revit/Window-Direct_Set-Pella-Impervia-Shapes.zip

Combination Recommendations:
https://media.pella.com/professional/adm/Fiberglass/F2_Combinations.pdf

Installation Details:
https://media.pella.com/professional/adm/Fiberglass/Pella-Impervia_InstallationDetails.pdf
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Impervia® Fixed Shapes

(1) The higher the level, the greater the product's ability to resist forced entry.

ASTM E 1425 defines standard sizes for acoustical testing.  Ratings achieved at that size are representative of all sizes of the same configuration.

Block Frame

Sizes

Half and Quarter Circle l

Arch Head and Partial Arch Head l

Springline l

Trapezoid l

Pentagon l

Left and Right Triangle l

Isosceles Triangle l

Performance

Meets or Exceeds AAMA / WDMA Ratings 
FW-CW30

Hallmark Certified

Air Infiltration  
(cfm / ft 2 of frame @ 1.57 psf wind pressure) 0.05

Water Resistance 4.5 psf

Design Pressure 30 psf

Other Performance Criteria

Forced Entry Resistance Level 

(Minimum Security Grade) 1
40

Sound Transmission Class and Outdoor-Indoor Transmission Class

Product Frame Size  
Tested 2

Glazing System

STC 
 Rating

OITC  
RatingOverall Glazing 

Thickness
Exterior  

Glass Thickness
Interior 

Glass Thickness

Special shapes 47-1/2" x 47-1/2" 1" 2.5 mm 2.5 mm 27 21

Size and Performance Data
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Impervia® Fixed Shapes

Block Frame

Glazing

Glazing Type

Dual-pane Insulating Glass S

Insulated Glass Options /  Low-E Types

Clear Insulating Glass (no Low-E coating) S

Advanced Low-E Insulating Glass O

SunDefense™ Low-E Insulating Glass O

AdvancedComfort Low-E Insulating Glass O

NaturalSun Low-E Insulating Glass O

Additional  Glass Options

Annealed Glass S

Tempered Glass O

Noise reduction glass (3/5mm, 4/6mm combinations) O

Noise reduction laminated glass (non-impact) O

Tinted glass (Bronze, Gray, Green) Advanced Low-E O

Obscure Glass 1 O

Gas Fi l l  /  High Alt i tude

Argon S

High Altitude O

High Altitude with Argon O

Exterior / Interior 

Prefinished White S

Prefinished Tan, Brown, Black, or Morning Sky Gray O

Prefinished Dual-color (All exterior colors available with White interior) O

Grilles

Gri l les-Between-the-Glass

Traditional, Starburst 2, Sunburst 2 O

S = Standard; O = Optional  

(1) Contact your local Pella sales representative for current offering.

(2) Select shapes only.

Features and Options



Pella 2021 Architectural Design Manual  |  Division 08 – Openings  |  Windows and Doors  |  www.Pella.com F-SS-4

Impervia® Fixed Shapes
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Type of Glazing NFRC Certified  
Product #

Glass  
(mm)

Gap  
Fill

Performance  
Values 1

Shaded Areas Meet  
ENERGY STAR® Performance 

Criteria in Zones Shown

Ext. Int.
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C
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U. S. Canada 2

Zone ER Zone

Fixed N NC SC S CA
1" Clear IG PEL-N-127-02470-00003 3 3 air 0.46 0.69 0.72 46

   with grilles-between-the-glass PEL-N-127-02470-00004 0.46 0.62 0.65 46
1" Clear IG PEL-N-127-02475-00001 5 5 air 0.45 0.66 0.71 46

   with grilles-between-the-glass PEL-N-127-02475-00002 0.45 0.59 0.64 46
1" Advanced Low-E IG PEL-N-127-02412-00003 3 3 argon 0.27 0.33 0.62 60 NC

   with grilles-between-the-glass PEL-N-127-02412-00004 0.27 0.30 0.55 60 NC
1" Advanced Low-E IG PEL-N-127-02417-00001 5 5 argon 0.27 0.32 0.61 61 N NC

   with grilles-between-the-glass PEL-N-127-02417-00002 0.27 0.29 0.54 61 N NC
1" SunDefense™ IG PEL-N-127-02426-00003 3 3 argon 0.27 0.24 0.57 60 N NC SC S

   with grilles-between-the-glass PEL-N-127-02426-00004 0.27 0.22 0.51 60 N NC SC S
1" SunDefense IG PEL-N-127-02431-00001 5 5 argon 0.26 0.24 0.56 62 N NC SC S

   with grilles-between-the-glass PEL-N-127-02431-00002 0.26 0.22 0.50 62 N NC SC S
1" AdvancedComfort Low-E IG PEL-N-127-02438-00003 3 3 argon 0.22 0.32 0.60 50 N NC

   with grilles-between-the-glass PEL-N-127-02438-00004 0.22 0.29 0.54 50 N NC
1" AdvancedComfort Low-E IG PEL-N-127-02442-00001 5 5 argon 0.22 0.31 0.59 49 N NC

   with grilles-between-the-glass PEL-N-127-02442-00002 0.22 0.28 0.53 49 N NC
1" NaturalSun Low-E IG PEL-N-127-02400-00003 3 3 argon 0.28 0.61 0.70 60 40 CA

   with grilles-between-the-glass PEL-N-127-02400-00004 0.28 0.55 0.63 60 37 CA
1" NaturalSun Low-E IG PEL-N-127-02404-00001 5 5 argon 0.28 0.58 0.69 61 38 CA

   with grilles-between-the-glass PEL-N-127-02404-00002 0.28 0.53 0.62 61 36 CA

Fixed — with Foam Insulation
1" Advanced Low-E IG PEL-N-127-02501-00003 3 3 argon 0.26 0.33 0.62 61 N NC

   with grilles-between-the-glass PEL-N-127-02501-00004 0.26 0.29 0.55 61 N NC
1" Advanced Low-E IG PEL-N-127-02506-00001 5 5 argon 0.26 0.32 0.61 62 N NC

   with grilles-between-the-glass PEL-N-127-02506-00002 0.26 0.29 0.54 62 N NC
1" SunDefense IG PEL-N-127-02515-00003 3 3 argon 0.26 0.24 0.57 61 N NC SC S

   with grilles-between-the-glass PEL-N-127-02515-00004 0.26 0.22 0.51 61 N NC SC S
1" SunDefense IG PEL-N-127-02520-00001 5 5 argon 0.25 0.24 0.56 63 N NC SC S

   with grilles-between-the-glass PEL-N-127-02520-00002 0.25 0.22 0.50 63 N NC SC S
1" AdvancedComfort Low-E IG PEL-N-127-02527-00003 3 3 argon 0.22 0.32 0.60 50 N NC

   with grilles-between-the-glass PEL-N-127-02527-00004 0.22 0.29 0.54 50 N NC
1" AdvancedComfort Low-E IG PEL-N-127-02531-00001 5 5 argon 0.21 0.31 0.59 49 N NC 32 CA

   with grilles-between-the-glass PEL-N-127-02531-00002 0.21 0.28 0.53 49 N NC 30 CA
1" NaturalSun Low-E IG PEL-N-127-02489-00003 3 3 argon 0.27 0.61 0.70 60 N 41 CA

   with grilles-between-the-glass PEL-N-127-02489-00004 0.27 0.55 0.63 60 N 38 CA
1" NaturalSun Low-E IG PEL-N-127-02493-00001 5 5 argon 0.27 0.58 0.69 62 N 40 CA

   with grilles-between-the-glass PEL-N-127-02493-00002 0.27 0.53 0.62 62 N 37 CA

(1) Glazing performance values are calculated based on NFRC 100, NFRC 200 and NFRC 500.  
ENERGY STAR® values are updated to 2016 (Version 6) criteria.

(2) The values shown are based on Canada's updated ENERGY STAR® 2020 initiative.

For center-glass values, see the Product Performance section.

See the Product Performance section for more detailed information or visit www.energystar.gov for Energy Star guidelines.

R-Value = 1/U-Factor 
SHGC = Solar Heat Gain Coefficient 
VLT % = Visible Light Transmission 
CR = Condensation Resistance 
ER = Canadian Energy Rating CA

Glazing Performance – Total Unit
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Impervia® Fixed Shapes

(1) Glazing performance values are calculated based on NFRC 100, NFRC 200 and NFRC 500.  
ENERGY STAR® values are updated to 2016 (Version 6) criteria.

(2) The values shown are based on Canada's updated ENERGY STAR® 2020 initiative.

For center-glass values, see the Product Performance section.

See the Product Performance section for more detailed information or visit www.energystar.gov for Energy Star guidelines.

R-Value = 1/U-Factor 
SHGC = Solar Heat Gain Coefficient 
VLT % = Visible Light Transmission 
CR = Condensation Resistance 
ER = Canadian Energy Rating
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Type of Glazing NFRC Certified  
Product #

Glass  
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ENERGY STAR® Performance 

Criteria in Zones Shown
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U. S. Canada 2

Zone ER Zone

Fixed with High Altitude Glazing N NC SC S CA
1"  (HA) Advanced Low-E IG PEL-N-127-02405-00003 3 3 air 0.31 0.33 0.62 59

   with grilles-between-the-glass PEL-N-127-02405-00004 0.31 0.30 0.55 59
1" (HA) Advanced Low-E IG PEL-N-127-02410-00001 5 5 air 0.31 0.32 0.61 58

   with grilles-between-the-glass PEL-N-127-02410-00002 0.31 0.29 0.54 58
1"  (HA) SunDefense IG PEL-N-127-02419-00003 3 3 air 0.31 0.24 0.57 59 S

   with grilles-between-the-glass PEL-N-127-02419-00004 0.31 0.22 0.51 59 S
1"  (HA) SunDefense IG PEL-N-127-02424-00001 5 5 air 0.30 0.24 0.56 58 NC SC S

   with grilles-between-the-glass PEL-N-127-02424-00002 0.30 0.22 0.50 58 NC SC S
1" (HA) AdvancedComfort Low-E IG PEL-N-127-02433-00003 3 3 air 0.25 0.32 0.60 46 N NC

   with grilles-between-the-glass PEL-N-127-02433-00004 0.25 0.29 0.54 46 N NC
1" (HA) AdvancedComfort Low-E IG PEL-N-127-02437-00001 5 5 air 0.24 0.31 0.59 45 N NC

   with grilles-between-the-glass PEL-N-127-02437-00002 0.24 0.28 0.53 45 N NC
1" (HA) NaturalSun Low-E IG PEL-N-127-02395-00003 3 3 air 0.32 0.61 0.70 58 35 CA

   with grilles-between-the-glass PEL-N-127-02395-00004 0.32 0.55 0.63 58
1" (HA) NaturalSun Low-E IG PEL-N-127-02399-00001 5 5 air 0.31 0.58 0.69 57 35 CA

   with grilles-between-the-glass PEL-N-127-02399-00002 0.31 0.53 0.62 57

Fixed with High Altitude Glazing and Foam Insulation
1"  (HA) Advanced Low-E IG PEL-N-127-02494-00003 3 3 air 0.31 0.33 0.62 59

   with grilles-between-the-glass PEL-N-127-02494-00004 0.31 0.30 0.55 59
1" (HA) Advanced Low-E IG PEL-N-127-02499-00001 5 5 air 0.30 0.32 0.61 58 NC

   with grilles-between-the-glass PEL-N-127-02499-00002 0.30 0.29 0.54 58 NC
1" (HA) SunDefense IG PEL-N-127-02508-00003 3 3 air 0.30 0.24 0.57 60 NC SC S

   with grilles-between-the-glass PEL-N-127-02508-00004 0.30 0.22 0.51 60 NC SC S
1" (HA) SunDefense IG PEL-N-127-02513-00001 5 5 air 0.29 0.24 0.56 59 NC SC S

   with grilles-between-the-glass PEL-N-127-02513-00002 0.29 0.22 0.50 59 NC SC S
1" (HA) AdvancedComfort Low-E IG PEL-N-127-02522-00003 3 3 air 0.24 0.32 0.60 47 N NC

   with grilles-between-the-glass PEL-N-127-02522-00004 0.24 0.29 0.54 47 N NC
1" (HA) AdvancedComfort Low-E IG PEL-N-127-02526-00001 5 5 air 0.24 0.31 0.59 46 N NC

   with grilles-between-the-glass PEL-N-127-02526-00002 0.24 0.28 0.53 46 N NC
1" (HA) NaturalSun Low-E IG PEL-N-127-02484-00003 3 3 air 0.31 0.61 0.70 59 36 CA

   with grilles-between-the-glass PEL-N-127-02484-00004 0.31 0.55 0.63 59
1" (HA) NaturalSun Low-E IG PEL-N-127-02488-00001 5 5 air 0.31 0.58 0.69 58 35 CA

   with grilles-between-the-glass PEL-N-127-02488-00002 0.31 0.52 0.62 58

CA

Glazing Performance – Total Unit
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Impervia® Fixed Shapes
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Type of Glazing NFRC Certified  
Product #

Glass  
(mm)

Gap  
Fill

Performance  
Values 1

Shaded Areas Meet  
ENERGY STAR® Performance 

Criteria in Zones Shown

Ext. Int.
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U. S. Canada 2

Zone ER Zone

Fixed - 3mm / 5mm Glazing N NC SC S CA
1" Clear IG PEL-N-127-02382-00001 3 5 air 0.46 0.68 0.72 46

   with grilles-between-the-glass PEL-N-127-02382-00002 0.46 0.61 0.65 46
1" Advanced Low-E IG PEL-N-127-02413-00001 3 5 argon 0.27 0.32 0.61 62 N NC

   with grilles-between-the-glass PEL-N-127-02413-00002 0.27 0.29 0.55 62 N NC
1" SunDefense™ IG PEL-N-127-02427-00001 3 5 argon 0.26 0.24 0.57 62 N NC SC S

   with grilles-between-the-glass PEL-N-127-02427-00002 0.26 0.22 0.51 62 N NC SC S
1" AdvancedComfort Low-E IG PEL-N-127-02439-00001 3 5 argon 0.22 0.32 0.60 49 N NC

   with grilles-between-the-glass PEL-N-127-02439-00002 0.22 0.29 0.54 49 N NC
1" NaturalSun Low-E IG PEL-N-127-02401-00001 3 5 argon 0.28 0.61 0.69 61 N 40 CA

   with grilles-between-the-glass PEL-N-127-02401-00002 0.28 0.55 0.62 61 N 37 CA

Fixed - 3mm / 5mm Glazing with Foam Insulation
1" Advanced Low-E IG PEL-N-127-02502-00001 3 5 argon 0.26 0.32 0.61 63 N NC

   with grilles-between-the-glass PEL-N-127-02502-00002 0.26 0.29 0.55 63 N NC
1" SunDefense™ IG PEL-N-127-02516-00001 3 5 argon 0.26 0.24 0.57 63 N NC SC S

   with grilles-between-the-glass PEL-N-127-02516-00002 0.26 0.22 0.51 63 N NC SC S
1" AdvancedComfort Low-E IG PEL-N-127-02528-00001 3 5 argon 0.21 0.32 0.60 50 N NC 32 CA

   with grilles-between-the-glass PEL-N-127-02528-00002 0.21 0.29 0.54 50 N NC 30 CA
1" NaturalSun Low-E IG PEL-N-127-02490-00001 3 5 argon 0.27 0.61 0.69 62 N 41 CA

   with grilles-between-the-glass PEL-N-127-02490-00002 0.27 0.55 0.62 62 N 38 CA
Fixed - 3mm / 5mm High Altitude Glazing

1"  (HA) Advanced Low-E IG PEL-N-127-02406-00001 3 5 air 0.31 0.33 0.61 58
   with grilles-between-the-glass PEL-N-127-02406-00002 0.31 0.30 0.55 58

1"  (HA) SunDefense IG PEL-N-127-02420-00001 3 5 air 0.31 0.24 0.57 58 S
   with grilles-between-the-glass PEL-N-127-02420-00002 0.31 0.22 0.51 58 S

1" (HA) AdvancedComfort Low-E IG PEL-N-127-02434-00001 3 5 air 0.25 0.32 0.60 46 N NC
   with grilles-between-the-glass PEL-N-127-02434-00002 0.25 0.29 0.54 46 N NC

1" (HA) NaturalSun Low-E IG PEL-N-127-02396-00001 3 5 air 0.32 0.60 0.69 57 35 CA
   with grilles-between-the-glass PEL-N-127-02396-00002 0.32 0.54 0.62 57

Fixed - 3mm / 5mm High Altitude Glazing with Foam Insulation
1"  (HA) Advanced Low-E IG PEL-N-127-02495-00001 3 5 air 0.30 0.33 0.61 59 NC

   with grilles-between-the-glass PEL-N-127-02495-00002 0.30 0.30 0.55 59 NC
1" (HA) SunDefense IG PEL-N-127-02509-00001 3 5 air 0.30 0.24 0.57 59 NC SC S

   with grilles-between-the-glass PEL-N-127-02509-00002 0.30 0.22 0.51 59 NC SC S
1" (HA) AdvancedComfort Low-E IG PEL-N-127-02523-00001 3 5 air 0.24 0.32 0.60 46 N NC

   with grilles-between-the-glass PEL-N-127-02523-00002 0.24 0.29 0.54 46 N NC
1" (HA) NaturalSun Low-E IG PEL-N-127-02485-00001 3 5 air 0.31 0.60 0.69 58 36 CA

   with grilles-between-the-glass PEL-N-127-02485-00002 0.31 0.54 0.62 58

(1) Glazing performance values are calculated based on NFRC 100, NFRC 200 and NFRC 500.  
ENERGY STAR® values are updated to 2016 (Version 6) criteria.

(2) The values shown are based on Canada's updated ENERGY STAR® 2020 initiative.

For center-glass values, see the Product Performance section.

See the Product Performance section for more detailed information or visit www.energystar.gov for Energy Star guidelines.

R-Value = 1/U-Factor 
SHGC = Solar Heat Gain Coefficient 
VLT % = Visible Light Transmission 
CR = Condensation Resistance 
ER = Canadian Energy Rating CA

Glazing Performance – Total Unit
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Impervia® Fixed Shapes

(1) Glazing performance values are calculated based on NFRC 100, NFRC 200 and NFRC 500.  
ENERGY STAR® values are updated to 2016 (Version 6) criteria.

(2) The values shown are based on Canada's updated ENERGY STAR® 2020 initiative.

For center-glass values, see the Product Performance section.

See the Product Performance section for more detailed information or visit www.energystar.gov for Energy Star guidelines.

R-Value = 1/U-Factor 
SHGC = Solar Heat Gain Coefficient 
VLT % = Visible Light Transmission 
CR = Condensation Resistance 
ER = Canadian Energy Rating CA
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U. S. Canada 2

Zone ER Zone

Fixed – with Tinted Glazing N NC SC S CA
11/16" Bronze Advanced Low-E IG PEL-N-127-02452-00001 5 3 argon 0.27 0.28 0.40 63 N NC

   with grilles-between-the-glass PEL-N-127-02452-00002 0.27 0.26 0.36 63 N NC
11/16" Gray Advanced Low-E IG PEL-N-127-02579-00001 5 3 argon 0.27 0.26 0.34 62 N NC

   with grilles-between-the-glass PEL-N-127-02579-00002 0.27 0.24 0.31 62 N NC SC S
11/16" Green Advanced Low-E IG PEL-N-127-02455-00001 5 3 argon 0.27 0.32 0.54 63 N NC

   with grilles-between-the-glass PEL-N-127-02455-00002 0.27 0.29 0.49 63 N NC

Fixed – Tinted Glazing with Foam Insulation
11/16" Bronze Advanced Low-E IG PEL-N-127-02541-00001 5 3 argon 0.26 0.28 0.40 63 N NC

   with grilles-between-the-glass PEL-N-127-02541-00002 0.26 0.26 0.36 63 N NC
11/16" Gray Advanced Low-E IG PEL-N-127-02586-00001 5 3 argon 0.26 0.26 0.34 62 N NC

   with grilles-between-the-glass PEL-N-127-02586-00002 0.26 0.24 0.31 62 N NC SC S
11/16" Green Advanced Low-E IG PEL-N-127-02544-00001 5 3 argon 0.26 0.32 0.54 63 N NC

   with grilles-between-the-glass PEL-N-127-02544-00002 0.26 0.29 0.49 63 N NC
Fixed – High Altitude Tinted Glazing
11/16" Bronze Advanced Low-E IG PEL-N-127-02443-00001 5 3 air 0.31 0.29 0.40 59

   with grilles-between-the-glass PEL-N-127-02443-00002 0.31 0.26 0.36 59
11/16" Gray Advanced Low-E IG PEL-N-127-02445-00001 5 3 air 0.31 0.27 0.34 59

   with grilles-between-the-glass PEL-N-127-02445-00002 0.31 0.24 0.31 59 S
11/16" Green Advanced Low-E IG PEL-N-127-02447-00001 5 3 air 0.31 0.33 0.54 59

   with grilles-between-the-glass PEL-N-127-02447-00002 0.31 0.30 0.49 59
Fixed – High Altitude Tinted Glazing with Foam Insulation
11/16" Bronze Advanced Low-E IG PEL-N-127-02532-00001 5 3 air 0.30 0.29 0.40 60 NC

   with grilles-between-the-glass PEL-N-127-02532-00002 0.30 0.26 0.36 60 NC
11/16" Gray Advanced Low-E IG PEL-N-127-02534-00001 5 3 air 0.30 0.27 0.34 60 NC

   with grilles-between-the-glass PEL-N-127-02534-00002 0.30 0.24 0.31 60 NC SC S
11/16" Green Advanced Low-E IG PEL-N-127-02536-00001 5 3 air 0.30 0.33 0.54 60 NC

   with grilles-between-the-glass PEL-N-127-02536-00002 0.30 0.30 0.49 60 NC

Glazing Performance – Total Unit
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Impervia® Fixed Shapes

(1) Glazing performance values are calculated based on NFRC 100, NFRC 200 and NFRC 500.  
ENERGY STAR® values are updated to 2016 (Version 6) criteria.

(2) The values shown are based on Canada's updated ENERGY STAR® 2020 initiative.

For center-glass values, see the Product Performance section.

See the Product Performance section for more detailed information or visit www.energystar.gov for Energy Star guidelines.

R-Value = 1/U-Factor 
SHGC = Solar Heat Gain Coefficient 
VLT % = Visible Light Transmission 
CR = Condensation Resistance 
ER = Canadian Energy Rating

CA
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Zone ER Zone

Fixed — with Laminated Glazing N NC SC S CA
11/16" Advanced Low-E IG PEL-N-127-02416-00001 4 7 argon 0.26 0.32 0.60 61 N NC

   with grilles-between-the-glass PEL-N-127-02416-00002 0.26 0.29 0.54 61 N NC
11/16" SunDefense™ IG PEL-N-127-02430-00001 4 7 argon 0.26 0.24 0.56 62 N NC SC S

   with grilles-between-the-glass PEL-N-127-02430-00002 0.26 0.22 0.50 62 N NC SC S

Fixed — Laminated Glazing with Foam Insulation
11/16" Advanced Low-E IG PEL-N-127-02505-00001 4 7 argon 0.25 0.32 0.60 62 N NC

   with grilles-between-the-glass PEL-N-127-02505-00002 0.25 0.29 0.54 62 N NC S
11/16" SunDefense™ IG PEL-N-127-02519-00001 4 7 argon 0.25 0.24 0.56 63 N NC SC S

   with grilles-between-the-glass PEL-N-127-02519-00002 0.25 0.22 0.50 63 N NC SC S
Fixed - Laminated High Altitude Glazing
11/16" Advanced Low-E IG PEL-N-127-02409-00001 4 7 air 0.30 0.32 0.60 58 NC

   with grilles-between-the-glass PEL-N-127-02409-00002 0.30 0.29 0.54 58 NC S
11/16" SunDefense IG PEL-N-127-02423-00001 4 7 air 0.30 0.24 0.56 58 NC SC S

   with grilles-between-the-glass PEL-N-127-02423-00002 0.30 0.22 0.50 58 NC SC S
Fixed - Laminated High Altitude Glazing with Foam Insulation
11/16" Advanced Low-E IG PEL-N-127-02498-00001 4 7 air 0.29 0.32 0.60 59 NC

   with grilles-between-the-glass PEL-N-127-02498-00002 0.29 0.29 0.54 59 NC
11/16" SunDefense IG PEL-N-127-02512-00001 4 7 air 0.29 0.24 0.56 59 NC SC S

   with grilles-between-the-glass PEL-N-127-02512-00002 0.29 0.22 0.50 59 NC SC S

Glazing Performance – Total Unit
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Impervia® Fixed Shapes

Combinations are a great way to create visual interest in any project. A combination is an assembly formed by two or more separate windows or 
doors whose frames are mulled together by a combination or reinforcing mullion. 

Pella window combinations are available in an endless variety of arrangements. Below are examples of available field-assembled combinations. See 
the Composites and Combination section—for requirements and limitations related to mulling various combinations.

Contact your local Pella sales representative for more information.

Single with 
Half Circle

2-Wide with 
Half Circle

Single with 
Quarter Circle

Single with 
Arch Head

2-Wide with 
Arch Head

Single with 
Half Circle

Single with 
Arch Head

Single with 
Partial Arch Head

Fixed Window Combinations

Double- or Single-Hung Combinations

Sliding Window Combinations

Single with 
Half Circle

2-Wide with 
Half Circle

Single with 
Arch Head

2-Wide with 
Aarch Head

Springline with 
Double-Hung /  

Single-Hung

Combination Assemblies
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Impervia® Fixed Shapes

(1) Available in select shapes. 

The above are examples only.

Grilles may not align when multiple units are combined below or beside special shape units.

Grille Patterns
Grilles-Between-the-Glass

Left Right

Shapes with Grille Patterns To Match Companion Unit

Grille Profiles
	 Grilles-Between-the-Glass

	

3/4" Contour

3/4"

Grilles
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Impervia® Fixed Shapes

To convert areas to square meters (m2), multiply square feet by 0.0929.

F
R

A
M

E
 H

E
IG

H
T

FRAME WIDTH

For all shapes, calculate the area  
as if it were a rectangle.

Miscellaneous Formulas

Visible Glass
Width = Frame – 3-1/4"

Height = Frame – 3-1/4"

Actual Glass
Width = Frame – 2"

Height = Frame – 2"

Frame Dimensions

Description
Frame Radius Width Height

Min. Unit  
Frame Angle

Max. Unit 
Frame Angle

Max. Square 
FootageMin. Max. Min. Max. Min. Max. SS

Half Circle 11.75" 50.75" 23.5" 101.5" — — — — — 36

Arch Head 11.75" 150" 17.5" 107.5" 11.5" 95.5" 6" 90° 160° 36

Springline 11.75" 35.75" 23.5" 71.5" 47.5" 95.5" 8" — — 36

Partial Arch Head 11.75" 150" 17.5" 71.5" 11.5" 95.5" 8" 40° 160° 36

Quarter Circle 11.75" 71.5" 13.5" 71.5" — — — — — 36

Trapezoid — — 11.5" 95.5" 11.5" 95.5" 8" 20 160° 36

Pentagon — — 17.5" 95.5" 23.5" 95.5" 8" 40 160° 36

Isosceles Triangle — — 17.5" 95.5" 11.5" 95.5" — 20 90° 36

Triangle — — 17.5" 95.5" 11.5" 71.5" — 20 140° 36

Custom Shapes and Sizes

(—) = Not Available; SS = Short side

Units are available in 1/8" increments.
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Impervia® Fixed Shapes

Frame 
•	 Frame is glass-filled ABS with acrylic capstock [with optional foam 

insulation 1].
•	 Overall frame depth is 3” or 3-1/4”
•	 Nominal wall thickness of members is .090” thick.
•	 Jambs contain factory-drilled (counter-bored) installation screw holes.

Exterior / Interior
•	 Surfaces are prefinished.

	� Color is [White] [Tan] [Brown] [Black] [Morning Sky Gray].
- or -

	� Dual-color option [Tan] [Brown] [Black] [Morning Sky Gray] exterior 

with White interior. 

Glazing System
•	 Quality float glass complying with ASTM C 1036.
•	 1" insulating glass [[annealed] [tempered]] [obscure 2] [clear] [[Advanced] 

[SunDefense™] [AdvancedComfort] [NaturalSun] Low-E coated, [with 
argon]]] [[bronze] [gray] [green] Advanced Low-E [with Argon]] sealed and 
bonded to frame.

•	 High altitude glazing available.

Optional Products
Grilles
•	 Grilles-Between-the-Glass

	� Insulating glass contains 3/4" contoured aluminum grilles permanently 
installed between two panes of glass.

	� Grilles are factory prefinished [White] [Tan] [Brown] [Black] [Morning 
Sky Gray] to match interior and exterior finish.

(1) Foam insulation inserts are not available with clear glazing.

(2) Obscure glazing is not available when AdvancedComfort Low-E coated IG is specified.

Foam Insulation Inserts 1

Detailed Product Description
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Impervia® Fixed Shapes

[54]
2 1/8"

FRAME
3 1/4" BLOCK

w/ OFF SET FIN
3 1/4" BLOCK FRAME

w/ STANDARD FIN
3 1/4" BLOCK FRAME

3" BLOCK FRAME

w/ OFF SET FIN
3" BLOCK FRAME

w/ STANDARD FIN
3" BLOCK FRAME
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1 5/16"

[1
9]

3/
4"

[54]
2 1/8"

[1
9]

3/
4"

[4
1]

1 
5/

8"

[83]
3 1/4"

[54]
2 1/8"

[4
1]

1 
5/

8"

[43]
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Scale 3" = 1' 0"

All dimensions are approximate.

Frame Types
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Impervia® Fixed Shapes

Scale 3" = 1' 0" 

All dimensions are approximate.

See the Installation and Performance section at www.Pella.com for mullion applications and structural limitations.
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[32]
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[41]
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(Horizontal or Vertical,
JOINING MULLION 
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(Transom)
FIXED SILL
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]
4 
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6"
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(Transom)
FIXED SILL

HEAD

Horizontal Shown)
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JOINING MULLION 

Unit Sections - 3" Block Frame
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Impervia® Fixed Shapes

Scale 3" = 1' 0" 

All dimensions are approximate.

See the Installation and Performance section at www.Pella.com for mullion applications and structural limitations.
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Unit Sections - 3-1/4" Block Frame


